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LED-Web: Flex 31
31.25mm Pixel Distance with Flexible LED strip

Full colour Flexible LED strip 
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Product Specifications: 09-Sep-07 

Copyright © 2006--2009 Elport UK Ltd.  All rights reserved.

All other brand or product names are trademarks 
or registered trademarks of their respective owners. 

Specifications subject to change without notice. 
Refer to www.elportuk.com for the most recent 
data sheet versions. 
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Basic Information 
This kind of product can be used for advertisement, decoration indoor or outdoor and lighting letters. It can be composed to a regular or irregular screen which can display moving letters and video and so on. There is 3M double-face glue at the back, which makes the installation 
Model No.: BH-F31.25-5050A; 
Introduction: one meter long flexible LED strip, 32pcs 5050RGB; 
Voltage/consumption: 5VDC, 0.3W (per pixel); Protect level: IP65; 
Brightness: 3 nits/pixel 
Viewing angle: horizontal & vertical: 120° 
Size: L (length)*12mm (width), L=0.5m, 1m, 1.5m……5m. 
Control system: Elport LED off-line controller or synchronous controller. 
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Speciality 
256 gray level for offline controller, 65536 for synchronous controller. Full colour Exquisite display effect; Lifespan: above 80000 hours 
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Circumstance demand 
Operating temperature range: -20°C~ 40°C 
Maintain temperature range: -30°C~ +60°C 
Operating humidity range: 30%~85% 
Maintain humidity : 10%~90% Maintain Circumstance: indoor, ventilated, no caustic gas, protected from direct sunlight. 
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Attention 
Operate according this instruction. Install surface should be clean, flat and dry. No hit and extrusion. Don't bend too much. 
Don't put together beyond 2.5meters high. Keep it from rain and heavy shake when transport. 
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Illustration 
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Marker: 1. signal line 2: DC male power plug 3: power line 4: female signal plug 5: male signal plug 6: signal and power line(6 cores) 7: led flexible strip 8: 5050 SMD led 
 (
There is not electronic component
 
within 20mm from the bending centre 
There is electronic component within 20mm from the bending centre 
It should meet below condition: a) bending arc length >=33mm b) bending arc angle >=0.52rad 
It should meet below condition: a) bending arc length >=133mm b) bending arc angle >=0.1.05rad 
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Bending angle 
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 (
arc length 
250mm 
133mm 
33mm 
8mm 
arc angle 
1. 57r ad 
1. 05r ad 
0. 52r ad 
0. 26r ad 
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System Diagram 1 (off-line controller) 
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System Diagram 2 (on-line controller) 
MAX 1024 pixels 
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Monitor 
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Video Server 
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