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LED-Web: Trans 37
37.5 Pixel Pitch with Oval LEDs

Creative large scale LED panel 
A modular system for outdoor applications 



The LED-Web is a semi-transparent, modular system of LED panels, perfect for display video and images.  Designed for stage shows, TV studios and other commercial applications, it closely integrates light, video and set design, offering entirely new possibilities for staging. 
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Technical Specifications 
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LED-Web: 37.5mm Pixel Pitch
Unit 
Specifications
 
Brightness 
cd/m
3
3,500 
C olour temperature 
deg. K 
6,500 
Viewing angle -Horizontal (50% brightness) 
deg. 
100 (+50/-50) 
Viewing angle -Vertical (50% brightness) 
deg. 
40(+20, -20) 
Panel weight 
kg 
6.5 
Panel diagonal                    
mm 
848.5 
Panel width 
mm 
600 
Panel height 
mm 
600 
Panel depth 
mm 
85 
Panel area 
sq. m. 
0.36 
Panel material 
Epoxy paint coated 
Aluminium
 
Aspect ratio 
1:1 
Contrast Ratio 
1000:1 
Ingress protection 
IP 
IP65 
Operating temperature range              
deg. C 
-25 to +60 
Pixel type and configuration               
R/G/B 
1,1,1 
Dot pitch 
mm 
37.5 
Dot matrix per panel 
16 x 16 
Dot Pixels per panel 
256 
Dot Pixels per sq. meter 
711 
Transparency 
75% 
Drive Mode 
Constant source drive static 
Recommended minimum viewing distance 
m 
28.0 
Colours 
16.7million 
Grey scale (linear) Levels 
4,096 levels per colour 
Brightness control 
100 Levels 
Processing depth 
bit 
12 
System type 
Computer synchronous 
Video frame rate 
Hertz 
50/60 
Display refresh rate 
Hertz 
100,000 
Input voltage (nominal) 
VAC 
110 to 240 
Input power frequency 
Hertz 
50 to 60 
Power Consumption (max)* 
Watts / sq.m. 
200 
Power Consumption (typical)* 
Watts / sq.m. 
80 
Lifetime (50% brightness) 
Hours 
>80,000 
Red wavelength (dominant)                
nm 
625 
Green wavelength (dominant) 
nm 
522 
Blue wavelength (dominant)              
nm 
467 
Panel input format 
Proprietary SDI 
Software 
Elport Studio V2.0 
Mounting system 
Rear Hanging Fix 
Note: * -Refer to panel markings for actual power consumption 
)
Physical dimensions 
Left view: Front view: 
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top view: 

	Document : LED WEB Trans 37
Copyright © Elport UK Ltd.
	Tel: +44 (0) 870 755 1426
Fax: +44 (0) 870 755 1427
	email: lee@elportuk.com
web: www.elportuk.com






image1.jpeg
»’e elport




image2.jpeg




image3.jpeg




image4.jpeg





